
VERY HIGH HUMIDITY OUTPUT 
AND NEW IMPROVED DESIGN

Trach-Vent and the new Trach-Vent +  
are synonymous with excellent humid-
ification, especially designed  
for spontaneously breathing tracheos-
tomized patients. 

With a weight of only 4 and 6 g 
respectively, both HMEs (Heat and 
Moisture Exchangers) are very  
light. They have a low dead space  
of only 10 ml and can be used  
for adults as well as for children.

TRAcH-VENT +

ONE fITS All  
With its new univer-
sal and unique oxy-
gen connector, the 
Trach-Vent +  

is now compatible with all available 
oxygen tubings in the market.

The unique built-in chamber for 
humidified oxygen supply and  
an integrated self-opening suction  
port make the Trach-Vent + the  
optimal choice in ICU.

SUPERIOR HUMIDIfIcATION 
cAPAcITY

The moisture output of Trach-Vent 
and Trach-Vent + has been increased 
to an excellent humidification capacity 
of 29.2 mg H2O / l at VT 500 ml. 
Provides humidified airways which 
ensures a well functioning mucus cilia 
system for infection prevention.

TRAcH-VENT

Trach-Vent has been in clinical  
use for more than 35 years. The com-
bination of excellent humidi-fication 
properties and a small, discreet design 
makes it ideal for  
your spontaneously breathing  
patients in ICU and ENT as well  
as in the home care environment.

OxY-VENT is available with or  
without tubing and easy to connect  
to Trach-Vent; provides humidified 
supplemental oxygen with up  
to 50 %.

Trach-Vent Holder minimizes  
patient trauma when exchanging the 
Trach-Vent. Ideal for home care.

GIBEcK TRAcH-VENT®

The original “Swedish Nose” with unique new features

AT A GlANcE

Trach-Vent
Trach-Vent +

• small, compact, low dead 
space, lightweight 

• excellent humidification effi-
ciency (also for O2 supply) 

• ISO standard connectors 

• universal oxygen connector 
for Trach-Vent +: one fits all 

• suitable for adults  
and children 

• single use –  
“infection prevention” 

• latex-free 

• phthalate-free 

• PVC-free
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TRACH-venT®+ TRACH-venT®

Ref.
41 311U (sterile)
41 312U (clean)

41 111 (sterile)
41 112 (clean)

DeaD space 10 ml 10 ml

Weight 6.3 g 4 g

connectoRs 15mm standard connector, ISO 5356-1 15mm standard connector, ISO 5356-1

MeDiuM hygroscopic and bacteriostatic microwell paper hygroscopic and bacteriostatic microwell paper

Resistance to floW at 30 l / min., 0.25 cm H2O at 30 l / min., 0.25 cm H2O

MoistuRe loss 8.4 mg H2O/l at VT 500 ml 8.4 mg H2O/l at VT 500 ml

MoistuRe output 29.2 mg H2O/l at VT 500 ml 29.2 mg H2O/l at VT 500 ml

Qty (box / case) 500 / 50 500 / 50

accesories / sets
REF. dEscRiption qty

49 912 Oxy-Vent 20

45 512 Oxy-Vent with tubing 10

45 612 Oxy-Tube, oxygen tubing 210 cm, clean 10

61 112 Trach-Vent Holder 30

41 172 Trach-Vent Starter Kit,
3 Trach-Vent HME, 1 Trach-Vent Holder, 1 Oxy-Vent with tubing

6

41 322 Trach-Vent+ with Oxy-Tube, clean 10

TRACH VENT®  STARTER KIT COMPONENTS

1  Oxy-Vent with tubing    2  3 Trach-Vent HME    3  Trach-Vent Holder    

TRACH VENT®  wiTH oxy-TubE®

uNiVERsAl oxygEN CoNNECToR

With its new universal and unique 
oxygen connector, the Trach-Vent +  
is now compatible with all available 
oxygen tubings in the market.
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